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SLEEVE TEMFORARY STRANDS
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BOND TEMPORARY STRANDS
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TOF STRANDS ALTERNATE

SEE "GIRDER SCHEDULE" FOR NUMBER OF TEMFORARY

STRANDS REQUIRED.

SLEEVE TEMFORARY STRANDS

g 3'-0" BOND

TEMPORARY STRANDS

2" x 6" x 2" DEEP BLOCKOUT FOR

STRAND DETENSIONING. FORM WITH

EXPANDED POLYSTYRENE (TYF.)

310" 31.0"

SEE DETAIL
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\

STRAND EXTENSION NOTES:

Number of extended strands shall
be determined by the designer.

2. EXTEND STRAIGHT STRANDS @ @

AT END BACK ON STATION.

AND @ THROUGH

AT END AHEAD ON STATION. “EXTEND STRAIGHT STRAND
@ AND@ THROUGH

FPOST-TENSIONED TEMFPORARY
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TEMPORARY STRANDS @ AND @/\J /T;:AF‘OKAKY STKANDS@ THROUGH @

>

TOF STRANDS ALTERNATE

SEE "GIRDER SCHEDULE" FOR NUMBER OF TEMFPORARY
STRANDS REQUIRED. POST-TENSIONED ALTERNATE ONLY

AVAILABLE FOR 6 OR FEWER TEMFORARY STRANDS.

1. ANCHOR STRAND WITH TWO FIECE WEDGES BEFORE GIRDER
ERECTION. VERIFY WEDGES ARE SEATED TIGHTLY IMMEDIATELY
BEFORE PLACING DIAFHRAGM CONCRETE.

B

ASTM AZ6

STEEL ANCHOR
B Y% x4 x 0-4
WITH 24"2 HOLE

STRAND CHUCK. TACK WELD TO
ANCHOR B FRIOR TO INSTALLING

ON STRAND. THREAD STRAND
THROUGH ANCHOR fB.

2%"9 x 18" STEEL STRAND ANCHOR.

%\ 2" x 6" x 2" DEEP BLOCKOUT
FOR STRAND DETENSIONING.
FORM WITH EXPANDED
POLYSTYRENE (TYP.)
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NOTES:
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1. TEMFPORARY STRAND LOCATION SEQUENCE SHALL BE AS

SHOWN @ @ ETC.

2. sTrRANDS (7) AND (&) ARE NOT AVAILABLE FOR

POST-TENSIONED ALTERNATE.
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DETAIL /B

LIVE END SHOWN \—J
DEAD END SIMILAR

TEMFPORARY STRAND IN
FPLASTIC SLEEVE (TYF.)

SLEEVE AT LIVE END AND BONDED
AT DEAD END. (TYP.)

TEMPORARY STRAND IN PLASTIC
\ . e
e /
PT ANCHOR PLATE TO BE
DETERMINED BY GIEDEM F
MANUFACTURER. (TYP.) =

PT ANCHORAGE ZONE REINFORCEMENT

TO BE DETERMINED BY GIRDER
MANUFACTURER (TYF.)
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19"

GIRDER END
ALTERNATE #1

1-9"

GIRDER END

ALTERNATE #2

STRAND EXTENSION DETAIL

PT ANCHOR
PLATE (TYP.)

TEMPORARY STRAND LOCATION SEQUENCE
SHALL BE AS SHOWN @ @ ETC.

TEMPORARY STRAND IN PLASTIC
SLEEVE AT LIVE END AND BONDED
AT DEAD END. (TYP.)
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